DIRECT DRIVE
EFK FLANGE FAN

FEATURES & BENEFITS

* GRP (polypropylene) blades

*» Cast aluminum airfoil axial impeller available

« Heavy gauge steel

* Unit can be built for supply or exhaust configurations
» Baked polyester powder coat finish

» Sjzes range from 12” to 42”

* Direct drive capacities to 40,000 cfm

*+ Stock components

APPLICATIONS ACCESSORIES & OPTIONS
*» General ventilation « Special coatings
» OEM applications *» Propeller side guard
+ Circulation / recirculation units * Housing yoke with mounting bracket
» Renewable energy » Mounting panel
* Industrial drying » Motor side guard
+ Marine / shipboard applications » Special duty motors available
* E-Hive hood
» Reverse flow construction
» AMCA spark resistant construction
DIMENSIONS IN INCHES * AIRFLOW PERFORMANCE (CFM)
MODEL A B c H J T UMAX %ﬂ“ MODEL | MINIMUM | MAXIMUM
EFK12 12.2 13.8 15.0 0.44 3 0.06 1.5 143/5T EFK12 ‘ 600 ‘ 2,900
EFK14 14.2 16.3 1.5 0.44 3 0.06 1.5 143/5T EFK14 900 4,900
EFK16 16.2 18 19.5 0.44 4 0.08 1.5 143/5T EFK16 1,200 7,300
EFK18 18.2 20.8 22.0 0.44 4 0.08 11.5 143/5T EFK18 1,500 /7,800
EFIC21 21.2 23.3 245 0.44 4 0.08 1.5 143/5T EFK21 2,900 8,300
EFIC24 242 26.3 275 0.44 4 0.08 1.5 143/5T EFK24 3,300 12,000
EFK27 272 29.3 31.0 0.44 4 0.08 13.3 182/4T EFK27 4,400 15,300
EFK30 SN2 32..6 34.5 0.44 4 oM el 213/5T EFK30 5,500 23,000
EFIC36 36.2 38.4 40.5 0.44 9 oM 18..5 213/5T EFK36 8,500 38,000
EFK42 42.2 44.6 46.5 0.44 5 o.M 21.5 254/6T EFK42 11,400 40,000

* DO NOT USE FOR CONSTRUCTION - CONSULT FACTORY FOR CERTIFIED PRINTS
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Direct Drive Flange Fan
EFK-E-001 23035 Elkana Deane Ln.

Katy, TX 77449

Phone: +1 713-780-7200

Toll Free: +1 844-780-7200

www.eldridgefan.com




