DIRECT DRIVE
EID IN-LINE FAN

FEATURES & BENEFITS

« Simple maintenance - no belts or pulleys

*» Spark resistant, cast aluminum airfoil axial impeller
« Factory set adjustable pitch blades

« Aerodynamically efficient performance

« Heavy duty welded steel construction

« Baked polyester powder coat finish

* Mountable in ductwork in any position

« TEFC industrial duty motor

« Extended motor leads to external junction box ACCESSORIES & OPTIONS
* Sizes range from 12”7 to 27~ « Horizontal mounting brackets

» Fan guards
APPLICATIONS * Vertical mounting brackets

* Propellor side guard

* 304 or 316 stainless steel construction

* Mounting legs

* Inspection door

» Explosion proof and special duty motors
« Companion flanges

» Reverse flow construction

* Process Ventilation

* |In-line duct booster

» General ventilation

* Fumes, dust, or smoke removal

* OEM Applications

AIRFLOW PERFORMANCE (CFM) DIMENSIONS IN INCHES*
MODEL MINIMUM | MAXIMUM | MODEL A | B C L T ";;i:;“
EID12 500 2,600 EID12 12.2 13.8 15 18 0.075 143/5T
EID14 800 4,200 EID14 14.2 16.3 17.5 20 0.075 143/5T
EID16 900 5,600 EID16 16.2 18 19.5 21 0.075 143/5T
EID18 1,600 6,800 EID18 18.2 20.8 22 24 0105 143/5T
EID21 1,600 7.000 EID21 21.2 23.3 24.5 26 0.105 182/4T
EID24 2,800 9,000 EID24 24.2 26.3 27.5 29 0105 182/4T
EID27 3,400 11,400 EID27 27.2 29.3 31 29 0.105 182/4T

* DO NOT USE FOR CONSTRUCTION - CONSULT FACTORY FOR CERTIFIED PRINTS

ROLLED STEEL FLANGES EXTENDED MOTOR LEADS
FOOT MOUNTED MOTOR TO EXTERNAL JUNCTION BOX
ADJUSTABLE PITCH
_ PROPELLER
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Direct Drive In-Line Fan
EID-A-001 23035 Elkana Deane Ln.

Katy, TX 77449

Phone: +1 713-780-7200
www.eldridgefan.com Toll Free: +1 844-780-7200




